Firmware update via TF card guide
Preparation:
Download the firmware file from vava.com.
https://www.vava.com/caraccessories-dash-cam/VA-CD001-3BF0325777F6
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[bookmark: _GoBack]1, Unzip the zipped file. Find the firmware file “FWCD001_VAVA_V1.1.0”, unzip it.
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2, Disconnect the dash cam from power. Take out the TF card and format it.
Note: format the TF card will delete all your data. Please backup all your files before format.
3, Copy the unzipped firmware to the root content.
[image: ]

4, Insert the TF card into the dash cam, then power it on, the dash cam will start the firmware update. The blue light, red light and white light will flash quickly. Here is a guide video.
5, Wait about 1 minutes, the firmware update will be finished. You can hear the dash cam is turned on sound. The blue light will flash.
6, Open you phone, connect with the vava wifi to on your road again.
[bookmark: OLE_LINK159][bookmark: OLE_LINK160]NOTE, if you have changed the wifi name and password, after the update, they both will be restored. Please reset them again. Also you need to repair the snapshot button via press the home button for 5-20 seconds.
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VAVA Dash User Guide

Snapshot Button

1. Dash cam and Snapshot Button pairing: Once
the dash cam is turned on, press and hold the
Snapshot Button for 10 seconds until you hear 4
beep sounds and the Bluetooth is connected. If
only 2 beep sounds are heard, pairing is
disconnected and the Snapshot Button enters
standby mode. Press again to restart.

2. Photo / video taking: 1) Press once to take
photos; 2) Press and hold to take videos.

Note: Once the dash cam is paired with the
Snapshot Button, each time the dash cam is
powered off, the Button will enter standby mode.
When the dash cam is turned on again, you need
to press the Snapshot Button to wake up the
Button while taking a snapshot. It takes around 3

seconds to resume normal working status.

Installing the VAVA Dash Cam

1. Insert the micro SD card into the micro SD
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